IMPORTANT: PLEASE READ THIS MANUAL BEFORE ASSEMBLY OR USE
**IMPORTANT PRECAUTIONS**

**WARNING: TO PROTECT AGAINST SERIOUS INJURY, USE COMMON SENSE AND OBSERVE THE FOLLOWING PRECAUTIONS WHEN USING THE DRYWALL LIFT**

**ALWAYS**
- Study these instructions before operating, and pay attention to all warnings.
- Inspect the unit carefully before each day's use (pay special attention to the condition of the cable).
- Allow the lift to reach working room temperature before use (moving a cold unit into a warm room can cause condensation, which could affect the operation of the winch brake). Always be sure the brake drum is clean and dry before operating.
- Keep the work area free of obstructions.
- Wear a hard hat when operating this lift.
- Watch for overhead obstructions when lifting the drywall panel.

**NEVER**
- Use the lift for any purpose other than lifting a drywall panel.
- Lift more than one sheet of drywall at a time. Never lift more than 150lbs.
- Use the lift if either crossarm support is not secured by its locking spring tab.

**CONTENTS**

- Assembly .......................................................... 3-4
- Operator Controls .................................................. 4-6
- Operating Procedure .............................................. 7
- Disassembly .......................................................... 8
- Maintenance .......................................................... 8

**INTRODUCTION**

The Drywall Lift allows one person to lift a drywall panel that is up to 4ft X 16ft in size, without assistance. The panel can be raised to a maximum height of 11ft using the PL11C for attachment to level ceilings-or (with the lift’s cradle tilted) to sloped ceilings or side walls.

The lift’s cradle lowers to 34 inches off the floor for easy panel loading, and can support up to 150 lbs.

These instructions explain how to assemble the Drywall Lift, operate it, disassemble it after use for easy transport and storage, and order replacement parts.
ASSEMBLY

COMPONENTS

The Drywall Lift is shipped as several components that must be assembled before use:

A. Tripod base assembly
B. Frame assembly, which includes a winch assembly and standard (4-ft) telescoping lift sections
C. Cradle assembly, without its detachable crossarms
D. Two cradle crossarm assembles

ASSEMBLY PROCEDURE

1. Set up the tripod base:
   - Set the base on the floor, resting on its casters.
   - Press down on the slide yoke ring. Hold the ring down while you swing the two forward legs out until the yoke rings snaps into the locking hole on the bottom of the slide tube.
   - To prevent the tripod base from rolling backward during assembly, lower the backstop as shown.

2. Set the frame assembly onto the two “V” angles on the tripod bass, and lower the frame about 1 inch until it is secured by the angles.
   **Before continuing, be sure the frame is pushed all the way down and is held securely by the angles.**

3. Attach the handle to the winch wheel. Tighten the nut, then back it off slightly so the handle turns freely.
ASSEMBLY (CONTINUED)

4. Move the winch assembly into its working position:
   • Hold the winch wheel and brake arm as shown. Rotate the winch wheel forward slightly while you lift on the brake arm to release the brake.
   • Raise the brake arm all the way up. Grasp the winch post, and grip the brake arm firmly with your thumb.
   • Place your right hand on top of the frame. Continue to grip the brake arm as needed to prevent cable backlash, and pull the winch assembly all the way toward you.
   • When the winch is fully extended (away from the frame housing), release the brake arm and swing the retaining hook away so it no longer secures the telescoping sections inside the frame housing.

5. Press the winch assembly slightly back toward the frame. This automatically engages the slide bar lock to keep the winch fully extended.

   IMPORTANT: Before continuing, be sure that the slide bar lock is fully engaged— that is, rotated clockwise as far as possible.

6. Attach the cradle to the frame:
   • Insert the cradle’s post into the opening on top of the frame.
   • Secure the cradle to the frame by snapping the tilt latch upward so it hooks over the stud on the cradle.

7. Attach the crossarms to the cradle:

   NOTE: The crossarms are interchangeable.
   • Slide the tapered plates on the crossarms into the tapered sockets on the cradle.
   • Press each crossarm forward into the socket until the spring tab on the bottom of the crossarm snaps into place.

OPERATOR CONTROLS

SLIDE YOKE RING

Press down on the slide yoke ring to unlatch the two forward legs so they can be rotated out to the lift’s working position. A spring-loaded pin snaps into a hole on the bottom of the slide tube, to lock the folding legs in position.

BACKSTOP

Pivot the backstop down to prevent the bases from rolling backward, or up to allow the unit to wheel freely.
OUTRIGGERS

The outriggers on the crossarms extend for supporting a longer drywall panel. To extend an outrigger, pull out the lock pin with your right hand until you can slide the outrigger out with your left hand. The lock pin can engage to lock the outrigger at one of three positions: fully retracted; extended 21 inches.; or extended 33 inches.

IMPORTANT: Never load a drywall panel or operate the lift if the lock pins are not engaged at one of the these three positions, or if the outriggers are extended beyond the 33-in. position. To avoid damaging them, always fully retract the outriggers before transporting or storing the lift.

SLIDE BAR LOCK

The slide bar lock holds the winch assembly at its operating (fully extended) position. To fold the winch assembly against the frame (when disassembling the unit for transport or storage), disengage the lock by turning it counterclockwise as you lift on the slide bar. When you reassemble the unit for operation, extending the winch assembly all the way and then pressing it back slightly toward the frame automatically engages the lock.

NEVER: tighten the nut on the slide bar lock, or you will be unable to fold up the unit for transport and storage.

OPEN THE SUPPORT HOOK ON EACH CROSSARM TO SUPPORT THE DRYWALL PANEL WHEN IT IS BEING LOADED, OR WHEN THE CRADLE IS TILTED.

To avoid damaging them, always close the support hook before transporting or storing the lift.

Panel Support Hooks

Open the support hook on each crossarm to support the drywall panel when it is being loaded, or when the cradle is tilted. To avoid damaging them, always close the support hook before transporting or storing the lift.
TILT LATCH

To allow the cradle to tilt (for loading a drywall panel, or for raising the panel to a side wall or sloped ceiling), or to remove the cradle from the frame, pivot the tilt latch out and down. To lock the cradle onto the frame without tilting pivot the latch up to engage the stud on the cradle.

**NOTE:** When it is in the level (nontilted), the cradle will also tilt up to 10° side-to-side.

BRAKE ARM

A spring-loaded brake holds the cradle at whatever height you raise it by cranking the winch wheel. To lower the cradle, control the backward rotation of the winch by grasping the wheel handle as you carefully raise the brake arm to release the brake.

WINCH WHEEL, HANDLE, AND POST

Cranking the winch (using the wheel handle) coils or uncoils the cable that raises or lowers the cradle.

Grasp the post for leverage when cranking the winch.

RETAINING HOOK

The retaining hook secures the telescoping sections inside the frame, for transport and storage.
OPERATING PROCEDURE

IMPORTANT: Read the Important Precautions on page 2 before you operate the lift.

SAFETY CHECK BEFORE OPERATION

Before you begin operating the lift each day:

- Inspect the unit carefully for wear or damage. Pay special attention to the cable.
- Be sure the lift is at working room temperature before operating.
- Be sure the winch brake drum is clean and dry before operating.

TO LOAD A DRYWALL PANEL

1. Set (lower) the backstop, so the lift won’t roll backward.
2. Swing open the panel support hooks on the two crossarms. Be sure the cradle is turned so the support hooks are on the opposite side from the winch wheel.
3. Extend the crossarm outriggers on the cradle as needed to fully support the length of the drywall panel.
4. Release the tilt latch to tilt the cradle.
5. Hold the drywall panel with its face paper toward the tilted cradle, and load the panel onto the lift as shown. Set the panel onto the support hooks, and carefully lean it against the crossarms.
6. If installing the panel on a flat ceiling, tilt the cradle back up to its level position and lock the tilt latch. If installing the panel on a side wall or a sloped ceiling, leave the cradle tilted.
7. Raise the backstop on the base, and carefully roll the lift close to the position where the panel will be installed.

TO RAISE THE PANEL

IMPORTANT: Always lower the backstop before raising the panel to a sloped ceiling or a side wall.

Crank the winch wheel in the direction shown (hole the post for leverage) until the panel is at the desired height.

The brake is spring-loaded to automatically hold the cradle at the selected height when you stop cranking.

TO LOWER THE PANEL

1. Grasp the wheel handle with your right hand so you can restrain the backward rotation of the winch.
2. Retain your hold on the winch handle. Carefully release the brake with your left hand and slowly rotate the wheel backward the cradle to the desired height.
DISASSEMBLY AND STORAGE

Always store the Drywall Lift in a dry, protected area.

DISASSEMBLY

To disassemble the Drywall Lift for transport or compact storage:
1. Crank the cradle all the way down.
2. Slide the cradle outriggers all the way in until they latch. Close the panel support hooks.
3. Remove the crossarms by pressing the spring tab on the bottom and sliding the crossarms out of the tapered socket.
4. Unlock the cradle tilt latch. Lift the cradle (about 3 inches) until you can remove it from the frame.
5. Rotate the winch wheel one full rotation forward. This will raise the inner telescoping section.
6. Unlock the winch assembly by lifting the slide bar with your left hand while you rotate the slide bar lock counterclockwise with your right hand.
7. Hold the slide bar lock in this disengaged position, and press down on the telescoping sections in the frame with your left hand. The winch assembly will move toward the frame housing.
8. Crank the telescoping sections all the way down. Swing up the retaining hook as shown, and crank the telescoping sections back up slightly until secured by the hook.
9. Hold the retaining hook in this position with your left hand, and rotate the winch forward with your right hand. The winch assembly will fold up against the frame. When the slide bar contacts the frame, tighten the cable by turning the wheel further (just enough to hold the winch assembly in this position).
10. Carefully lift the frame/winich about 1 in. To free it from the tripod base.
11. To fold the base, press down on the slide yoke ring and pivot the forward legs in until they lock in the closed position.

MAINTENANCE

- Inspect the cable before each work day. Replace it at the first sign of wear (refer to the instructions supplied with the replacement cable).
- Occasionally oil the cable pulleys. Crank up the telescoping sections for access to the internal cable pulley. Never allow oil or grease to contact the surface of the winch brake drum.
- If the telescoping sections of the frame don’t operate smoothly, apply household paraffin to the sliding surfaces.